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(36) CHAPTER 1500 TRAILER PARKS PLUMBING STANDARDS, Sections 1500 through 1509 ar -

added to read as follows:

1 rail ing Stand

1502 Sﬂ QQPE; The primary objection of this chapter is to assure sanitary plumbing installations in
trailer‘hom’e parks. |

SECTION 1503 STANDARDS:

SECTION 1503.1 - Plumbing systems hereafter installed in trailer home parks shall conform to the
provisions set forth in the preceding sections of these Regulations, where applicable, and aiso to the provisions
set forth in this Section. Trailer home park plumbing and drainage systerhs, in addition, shall conform to all
other applicable Administrative Authority regulations.

SECTION 1503.2 PLANS AND SPECIFICATIONS. Before any plumbing or sewerage disposal
facilities are installed or altered in any trailer park, duplicate plans and specifications shall be filed, and proper
permits obtained from the Administrative Authority. Plans shall show in detail:

(1) Plot plan of the park, drawn to scale, indicating elevations, property lines, driveways, existing or

proposed buildings, and the sizes of trailer sites;

(2) Complete specification and piping layout of proposed plumbing system or alteration; and

(3) Complete specification and layout of proposed sewage disposal system or alteration.

SECTION 1503.3 - Trailer park plixmbing_ system shall be designed and installed according to the

requirements of the plumbing code and shall. in addition, conform to all other pertinent local ordinances and

State regulations.

SECTION 1503.4 MATERIALS: Materials shall conform to the approved standards set forth in other

sections of the plumbing code.
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| SECTION 1504.1 -The Trailer Park Drainage System shall be designed and installed in accordance with
the requirements of the Plumbing Code, or may be installed by the use of a waste and vent drainage system,
which shall conéist bf an installation of waste piping, as provided in this regulation; in which the traps for one or
more trailer connection fixtures are not separately or independently vented, but which are vented through the
waste piping as such size to secure free circulation of air therein.

SECTION 1504.2 - Each independent trailer site shall be provided with a trapped trailer connection

which shall consist of a 3 inch (76) horizontal iron pipe-size threaded connection, installed a minimum of 3
inches (76 mm) and a maximum of 6 inches (162 mm) (from the bottom of the connection), above the ﬁni‘shed

grade. The vertical connection to the trailer connection fixture shall be anchored in a concrete slab 4 inches

(100 mm) thick, and 18 inches by 18 inches (457 mm by 457 mm) square.

SECTION-1504.3 - Any part of the plumbing system extending above the ground shall be protected from

damage when deemed necessary by the Administrative Authority.

SECTION 1504.4 - Each trailer site sﬁall be provided with a 3 inch I.P.S. male or female threaded
:onnection extending above the surrounding grade from a 3 inch (76 mm) minimum size vented P-trap. Traps
hall be located with reference to the immediate boundary lines of the designated space or area within éach
-ailer site that will actually be occupied by the trailer. Each such trap shall be located in the rear third quarter
zction along the left boundary line of the trailer parking area not less than 1 foot (305 mm) or more than 3 feet
15 mm) from the road side of the trailer and shall be a minimum of 5 feet (1524 mm) from the rear boundary

“the trailer site. This location may be varied by permission of the Administrative Authority when unusual

:nditions are encountered.
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SECTION 1504.5 - All traps, tail pipes, vertical vents, the upper 5 feet (1524 mm) of any horizontal
vent, and the ‘ﬁrst 5 feet (1524 mm) of any trap branch shall be fabricated from materials approved for use
within a building.

SECTION 1504.6 - A vertical pipe shall not be used in a special waste and .vent system, except the. vent -
pipe, and the connection to the trailer connection fixture.

SECTION 1504.7 - Mobile home and travel trailer drain connections shall be of approved senﬁ-ﬁgid or
flexible reinforced hose having smooth interior surfaces and not less than 3 inches (76 mm) inside diameter.
Drain connections shall be eqﬁipped with a standard quick disconnect screw or clamp type fitting, not less in
size that the outlet. Drain connections shall be gas-tight and no longer than necessary to maké the connection
between the trailer coach drain connection and the trailer connection fixture on the site.

SECTION 1504.8 - Cleanouts shall be provided as required, except cleanouts shall be provided in the
vent stacks 1 foot (305 mm) above grade. |

SECTION 1504.9 - For the purpose of determining pipe sizes, each trailer site connection shall be
assigned a waste loading value of six fixture units and each trailer park drainage system shall be sized as
, ’provided,_.in Table 1805A.1.

SECTION 1504.10 - Minimum grade for sewers shall be so designed that ta slope sufficient to provide a
mean velocity of 2 feet (610 mm) per second when the pipe is flowing full or half full.

SECTION 1504.11 - The discharge of the park drainage system shall be connected to a public sewer. If
a public sewer is not available within 350 feet (106.75 m) for use, an individual sewage disposal system shall be
installed, of a type that is acceptable and approved by the Code Official.

SECTION 1504.12 - Minimum pipe size for drainage systems shall be as set forth in Table 1504.12.1.
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TABLE 1504.12.1

Max. No. of Trailers Max. No. of Trailers
Individually Vented Wet-Vented Size of
Systems Systems Drain
2 . 1 3n*
30 . lo ) 4||.
100 50 6"
400 ** o8
1,000 ke 10"

*The maximum length of any three inch trap branch is six feet from its vent.
*+Vill require special design. Consult Administrative Authority.

SECTION 1503 - VENTING:

SECTION 1505.1 - Each wet-vented drainage system shall be provided with a vent not more than 15 feet
(68.63 m) downstream from its upper trap. and long mains shall be provided with additional relief véiits at
ir"  3ls of not more than 100 feet (30.5 m) thereafter. The minimum size of each vent serving a wet-vented
system shall be as set forth in Table 1505.2.

TABLE 1505.2

Size of Wet-Vented Drain A Minimum Size of Vent
3" 2"
2"
. 4" ‘ 3."4
3"
5" 4"
: i 4n
6" 5"
5"

SECTION 1505.2 - The drainage s}'stem of a utility or other building, shall not discharge into a wet-

:nted line. A house sewer shall not discharge into a wet-vented line.
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SECTION 1505.3 - A house sewer or part of a house sewer shall not function as a wet-vent.

SECTION 1505.4 - All vent intersections shall be taken off above the center line of the horizontal pipe.
All vent stacks shall be supported by a 4 inch by 4 inch (100 mm by 100 mm) treated post, set in at least 2 feet
(610 mm) of coﬁcrete extending at least 4 inches above the ground, or supported by another approved method.

SECTION 1505.5 - Galvanized steel vent pipe may extend below the ground vertically, and may directly
intersect a drainage line with an approved fitting, if the entire section around both the drain and the galvanized
pipe is encased in concrete to prevent any movement. Galvanized steel pipe encased in concrete shall be first .

coated with bituminous paint, or equivalent protective material.

SECTION 1505.6 - Vent pipes shall be located at least 10 feet (3.05 m) above grade and 10 feet from the.
property line. A vent terminal from a drainage system may not be directly beneath any door, window, or other
ventilating openings of the building or of an adjacent building, and any such vent terminal may not be within 10
feet horizontally of such an opening unless it is at least 3 feet (915 mm) above the top of the opening.

SECTION 1505.7 - All vent stacks in the wet-vented system shall be 3 inches or more in diameter,
except that a 3 inch (76 mm) branch line may be vented by 2 inch (51 mm) vent.

SECTION 1505.8 - A 3 inch (76 mm) branch.line shall not exceed 6 feet in length, and no 4 inch branch
shall exceed 15 feet in length, unless they are separately vented. |

SECTION 1505.9 - Each trailer connection fixture outlet shall be provided with a screw-type plug or

cap, and be effectively capped when not use.
SECTION 1506 WATER DISTRIBUTING SYSTEM:
SECTION 1506.1 - Each trailer park water distributing system shall conform to the requirements of this

code and shall be so designed and maintained as to provide a residual pressure of not less than 20 p.s.i. at each

trailer site under normal operating conditions.
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SECTION 1506.2 - Every trailer site shall be providéd with an individual water service branch line
which shall be not less than 3/4 inches (19 mm) in diameter, delivering safe, potable water.

SECTION 1506.3 - A control valve shall be installed on the water service branch, followed by a spring-
loaded check vélve on the discharge side of the control valve, with a pressure relief valve located on the
discharge side of the spring-loaded check valve, with a hose connection or other approved attachment on the -
trailer side of the relief valve. Each pressure relief valve shall be equipped with a full-size drain with the end of
the pipe not more than 2 feet (610 mm) or less than 6 inchés (152 mm}) above the ground and pointing
downward.. The drain may terminate at other approved locations. No part of the drain pipe shall be trapped. A
.shut-off Qalve shall not be installed between pressure relief valve and the trailer it serves. The backflow device

and relief valve shall be located not less than 12 inches (305 mm) above the grade.
SECTION 1506.4 - The service connection shall not be rigid. Flexible metal tubing is permitted.

‘ngs at either end shall be of a quick disconnect type not requiring any special tools or knowledge to install

or remove.

SECTION 1506.5 - Each trailer outlet on the water distribution system shall be rated at 6 water fixture
units.
SECTION 1506.6 - Location of water connection. The trailer park water outlet for each trailer coach

space shall be located near the center of the left side of each trailer coach.
SECTION 1506.7 - Fire protection. In the design of the water distribution system in a trailer park,

consideration for fire outlet stations throughout the park should be made relative to the location and quantity of

water necessary during an emergency period.
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SECTION 1507.1 - Public toilets, baths, and lavatories shall be installed and maintained for each sex in

accordance with the following ratio of trailer sites:

SECTION 1507.2 - Trailer parks constructed and operated exclusively for independent trailers shall have

one toilet; one shower; and one lavatory for each 100 sites or fractional part of them.

SECTION 1507.3 - Trailer parks constructed and operated exclusively for independent trailers shall have

one toilet; one shower; and one lavatory for each 100 sites or fractional part of them.

SECTION 1507.4 - Trailer parks constructed and operated for the combined use of dependent and

independent trailers shall have the foll‘owing facilities:

(a) One additional toilet shall be provided for each 100 sites or fractional part thereof in
excess of 70 sites.
(b) Each toilet shall be for the exclusive use of the occupants of the trailer sites in the trailer ’
park.
TABLE 1507.4.1
Sites Toilets ~ Showers Lavatories
2-25 1 1 1
26-70 2 2 2

SECTION 1507.5 - In every auto and trailer park, shower baths or other bathing facilities with hot and

cold running water shall be installed in separate compartments. Every compartment shall be provided with a

self-closing door or otherwise equipped with a waterproof draw curtain.

SECTION 1507.6 - Laundry facilities. Every trailer park shall be provided with an accessory utility

building containing at least one mechanical washing machine or laundry tray equipped with hot and cold
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minning water for every 20 trailer sites or fractional part of them but in no case shall there be less than two
launary trays in any trailer park.

SECTION 1507.7 - Bathing or shower compartments. The imer face of walls of all bathing shower
comﬁartments shall' be finished with cement, concrete, metal, tile, or other approved waterproof materials
extending to a height of not less than 6 feet (1.8 m) above the floor. Floors of shower compartments shall be

made of concrete or other similar impervious material. Floors shall slope to floor drains at the rate of 1/4 inch

per foot.

SECTION 1508 MAINTENANCE: All required devices or safeguards shall be maintained in good

working order. The owner, operator, or lessee of the trailer park or his designated agent shall be responsible for
their maintenance. When wash rooms or toilet rooms are installed, thgy must conform with these regulations.

SECTION 1509 RESPONSIBILITY-VIOLATIONS-OPERATOR'S RESPONSIBILITY: When it is
ev: '*jt that there exists, or may exist, a violation of any pertinent regulation the owner, operator, lessee, person
in charge of the park, or any other person causing a violation shall immédiately disconnect the trailer water

supply and sewer connection from the park systems and shall employ such other corrective measures as may be
srdered by the Code Official.

Adopted this "H"- day of Oc}o—br./\ , 1997.

Effective the 7K. day of Ockben . 1997
\TTEST: ' BOARD OF COUNTY COMMISSIONERS

_ %WASHINGTON CO , MARYLAND

oni L. Bittner, Clerk » Gregory L.

22 Z
ﬁhn S. Shank. Vice President
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Approved as to legal sufficiency:

Beth L. Evans
Assistant County Attorney

Mail to:

County Attorney's Ofﬁce

100 W. Washington Street, Room 213
Hagerstown, MD 21740
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